
Sealed Bearing Extractors

Bearing extractors for removing sealed bearings with inside diameters from 8mm to 30mm.

All extractors are size specific! If attempting to remove a bearing of a different size than the extractor, you will permanently damage or break the extractor. 
If the extractor is smaller than the bearing, try using a shim between the extractor and the bearing to get the tightest fit before tightening the extractor bolt.

Bearing extractors require the following tools: (1) 8mm, 13mm, 17mm open or box end wrench
(1) 10mm, 15mm, 19mm and 1” open end wrench

608-EXT, 608-EXT, R6-EXT, 6000-EXT, 6001-EXT, 6002-EXT, 6003-EXT, 
6804-EXT, GXP22-EXT, 24X37-EXT, 6805-EXT, 6806-EXTPRESS-5

Individual Extractors:
Size (mm) Removes Part # Qty

8 608, 688 608-EXT 1

9 609, 9227 608-EXT 1

9.5 (3/8”) R6 R6-EXT 1

10 6000, 6200, 6800 & 6900 6000-EXT 1

12 6001, 6801 & 6901 6001-EXT 1

15 6002, 6702, 6802, 6902, 15267 & 15268 6002-EXT 1

17 6003, 6803, 6903 & 17287 6003-EXT 1

20 6704, 6804 & 6904 6804-EXT 1

22 22X37 (GXP) GXP22-EXT 1

24 24X37 24X37-EXT 1

25 6805, 6805N 6805-EXT 1

30 6806 6806-EXT 1

M10 bolt set M10 bolt, 10mm washer, M10 nut 1

M8 bolt set M18 bolt, 8mm washer, M8 nut 1

M5 bolt set M5 bolt, 15mm washer, M5 nut 1

* All of the above are included in PRESS-5

1.  To remove sealed bearings you will need the correct 
size extractor, 8mm, 13mm, 17mm open or box 
end wrench, 10mm, 15mm, 19mm and 1” open end 
wrench, hammer and punch.

2.  Find the correct extractor from the PRESS-5 box. 
The correct extractor will fit snug into the INNER 
DIAMETER (I.D.) of the sealed bearing you wish to 
extract.

3.  Place extractor into I.D. of sealed bearing until it 
seats flush with the shoulder of the extractor.

4.  Tighten nut with one wrench while securing 
extractor with other wrench.  Tighten nut until the 
extractor is firmly in place within the inner race of 
the sealed bearing.

5.  Once the extractor is secured, grab a punch. Align 
punch with back side of extractor.

6.  Using a hammer, tap on the end of the punch until 
bearing is removed along with the extractor.

7.  Your bearing is now removed.  Install new sealed 
bearings the correct way with a Wheels Mfg press. 
PRESS-1 (rear hub & BB’s), PRESS-2 (front hub), 
PRESS-7, PRESS-7-PRO or PRESS-9-PRO (Bottom 
Brackets).

(1) Punch
(1) Hammer

,

www.wheelsmfg.com   03/19

https://wheelsmfg.com/pf30-outboard-abec-3-bb-for-30mm-cranks-black.html

